 Qualify dekled

O Quality measurements for encoded video

AVC/MP2 Elementary Stream
and Video Quality Analyser

O Detection of encoding artefacts

U Detailed graphs for all analysis results
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FEATURES APPLICATIONS
e Detection of black/freeze frame and en- e Optimizing video-encoder settings
coding artefacts (blocking, blurring) e Automated file-based video quality check
e Automated, watch folder based file analysis e Comparing and troubleshooting video en-
e HTML reporting coding artefacts in different files/encoders
e Audio analysis e Teaching video compression basics
KEY ATTRIBUTES PC REQUIREMENTS
Parameter Value Platform Any Windows platform
Video® MPEG-1/2, H.264/AVC CPU Core, Core 2 or Core 7
Audio MPEG-1/2 Audio, AC-3, PCM,

WAV, DV Audio
Container ES, MPEG-2 TS, PS, MOV, MP4,

ORDERING INFORMATION

MXF (Opal), ASF, AVI Type Description
* DTC-353-ADV Qualify Advanced adds the following formats: DTC-352-VQA |Qualify — AVC / MPEG-2
IMX, D10, DV, XDCAM, DvcPro 25/50/100, RAW YUV. video elementary sfream and

video quality analyser

DTC-353-ADV | Qualify Advanced — Adds in-
depth video quality analysis
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Jekled

Qualify — Video Quality Analyser mode

172
PROJECT ] EXPLORER THUMBNAILS SETTINGS PROCESSING START ANALYSER | HELP |
File Type Average Qusly
i [voeo] B Size / Dusation ! m] Status LOGGING
o e Fiesize | 32MB -
&m0 mpeg 720 %576 .
E:\Sbeams\Wslchlolder |¥joEg) S00000 B/s Diusalior: 30 zec. 8 analyced 0 o o
| Fiesize 1 14MB
E\SUeams\W stchfolder\ VIDED Dirsiort: 7 480 ] analysed o ] o
Kundsatts Fiesize : 36 MB
E\Slreams\Watchiolder\ VIDED Dissirs s 57 analysed o o o
ernis.n2y Fiesize :13MB
E\Slreams\Watchfolder\ VIDED 4000000 B/5 Disstion: 20 186 8 analysed 0 0 ]
2937 F/s
KMBC_TV-060408.075200-075400 mpeg
s _— e ! ! !
- MPEG-2 video e
ROt 5441576 Filesize
E:\Sbeams\Watcholder\ VioEQ DissirE2 sec s analysed o o 0
s
ARD.ts Filesize : 83 MB
E\Steams\Watchiolder\ bl Dusaiiort 52 2ac. 85 analysed ] o ]
ARD1s Fiesize | 83MB
E:AStieams\Wstchfolder' VIDEO Dt e el analysed ] 0 0
ARDts Filesize - 83 MB
E\Stieams\Wstchlolder WibED Dusaior: 52860 8 analysed 0 0 0

Quality - Features'

Bad Quality

’
4

Interlace / Field Order

=3

wa'w’"‘”'w‘
\
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v

Blurring

Baseband Analysis

Line Errors

! Features in red are part of Qualify Advanced only
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