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Organizations in broadcast and digital media industries deal with volumes of media 
content, in different formats, and with a variety of different standards. Managing and 
ensuring content integrity and quality is a challenge that broadcasters, cable network 
operators, IPTV, and digital media providers face on a daily basis.    
 
TeleSight is a monitoring and quality assurance solution that provides powerful real-
time monitoring and analysis of all video streams. Whether you are at local or remote 
sites, TeleSight incorporates complete analyzer capabilities for testing bit-stream 
conformance while simultaneously decoding and displaying data streams in real-time. 
The combination of a multi-viewer and in-depth analyzer provides a comprehensive 
display of signal statistics and conditions within a single glance. This combined offering 
allows operators to visually inspect all programs being processed with the assurance 
that they are delivering the highest level of video quality to their customers.  
 

 
View real-time playback of all input streams simultaneously 

 
 
Vision Beyond the Screen 
 
TeleSight offers unparalleled performance with real-time decoding, displaying, and 
analysis for all input streams simultaneously, including TR-101-290 tests, video 
conformance tests, black and frozen video detection, audio clipping and silence 
detection.  Its multi-viewer display is highly configurable to the way you want your 
programs displayed and organized.  Alarms and alerts are easy to set-up based on 
constraints and thresholds that you defined in the system.    
 
 
 

Summary 
 
TeleSight is a monitoring and 
quality assurance solution for 
real-time video distribution.  
The combination of real-time 
video monitoring and in-
depth testing provides further 
exposure to errors and how to 
pinpoint problems in the 
distribution network – 
thereby allowing operators to 
take corrective action earlier. 
This results in delivering the 
highest level of video quality. 
 
TeleSight Applications 
 
▪ IPTV, VOD  

▪ Mobile Production  

▪ Telco Transmission  

▪ Satellite Transmission  

 
For Organizations 
 
▪ Ability to test large number 

of programs simultaneously 
and continuously 
(24/7/365) 

▪ Full range monitoring –   
system, video, audio, and 
loudness 

▪ Full video and transport 
conformance test to 
industry specifications 
ensures decoder 
compatibility 

▪ Solution can easily adapt to 
future requirements and 
industry standards   

 
 
 

 

See it and test it in real-time 

Delivering responsive content monitoring and testing in real-time 
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Responsive Content Monitoring 
 
On a typical day network operators need to address a range of problems in their 
control room, while simultaneously monitoring numerous program channels, so 
considerable time may elapse before a problem is noticed. TeleSight immediately 
notifies the operator of any problems that arise, so that action can be taken to ensure 
minimal impact to customers. TeleSight’s comprehensive set of reporting capabilities 
provides information that exposes the origin of the problem and the level of impact 
(system, video, or audio) for faster and efficient troubleshooting. 
 

 
      Standard features include data traffic monitoring and logging, engineering and analysis controls, 

and up to 6 supported audio streams per program. 

 
 
In addition, TeleSight allows you to set up virtual displays to run further monitoring and 
testing of programs in the background while other programs are being displayed.  This 
feature allows users to both monitor and analyze more program streams 
simultaneously.  
 
 
TeleSight provides 3 levels of background testing: 

▪ Level A provides for transport stream TR -101- 

290 conformance testing and audio level 

monitoring.    

▪ Level B supports all the components in level A 

along with video level monitoring (freeze and 

black).    

▪ Level C supports both level A and B features, 

with the addition of video conformance.   

 
 
The depth of testing and speed at which errors are detected allows organizations to 
address problems early and minimize cost of errors and customer complaints. Having 
both real-time multi-viewing capabilities and full-range video stream analysis and 
testing allows network operators to take command of their control room.   

 

 
For Technical Users 
 
▪ Customizable display 

interface for ease-of-use 

▪ Ability to mix a variety of 
input types with custom 
layout support  

▪ Support Real-time IPTV 
(VOD, web) - Adobe RTMP, 
Apple HLS 

▪ Performs real-time 
validation at system, video 
and audio layers, including 
TR 101-290 tests, video 
conformance tests, black 
and frozen video detection, 
audio clipping and silence 
detection  

▪ Supports up to 175 streams 
simultaneously  

▪ Ability to view real-time 
playback of all input 
channels simultaneously or 
zoom in on one  

▪ Option to capture stream 
when errors are detected 
for troubleshooting (with a 
file-based media  analyzer, 
such as MSight) 

 
 

Level C 

Video 
Conformance 

Level B 

VLM 

Level A 

TR-101-290 

ALM 
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TeleSight Features 

 
Multi-viewer (display) 

Real-time multi-viewer  Ability to simultaneously view all input sources in real-time (versus thumbnail display) allows for 
better response time and management of video streams 

Customizable display Ability for the user to configure the layout of image display, configurable placement and size of all 
input video sources 

Real-time time playback  Real-time playback of input channels allows network operators to detect problems for faster 
troubleshooting   

Monitoring (test & analyze)  

In-depth testing and 
analysis  

In-depth system, video and audio quality and conformance level testing helps to identify the origin of 
the problem, as well provide information on signal traffic for better troubleshooting 

Audio Loudness  
monitoring   

Monitoring, alarming and logging features to support Commercial Advertisement Loudness Mitigation 
Act (CALM Act) Regulations 

Error Notification  Email or SMS alerts upon critical error detection provides quick response-time 

Remote Monitoring  Allows multiple users simultaneous remote access to real-time monitoring of  video and audio streams 

Comprehensive Reporting  

Status and Alerts  Provides a comprehensive set of status and alerts for responsive content monitoring, including traffic 
status, signal loss, clocks and timers,  and more 

Reports and graphs Provides more responsive monitoring through detailed reporting on video quality, including black, 
frozen, graphing of video quant, video bitrate, audio waveforms, loudness, silence, closed caption, 
graphing of video quant, video bitrate, IP packet loss/delays, and more  

SNMP and Syslog 
notifications and reports 

Provides a more granular level of reporting and logging to better uncover the source of the problem 
for better video quality optimization 

 
 
TeleSight Specifications  
 

Rack Units 2RU 

Redundant PSU Yes 

Giga-E Ports 4 

Max On-Screen 3G Programs (320x240) 72 

Max Audio ES per Program 6 

MPEG-1/2/4, H.264/AVC, VC-1, AVS Video Optional

MPA, SMPTE-302M Audio Yes

AAC, HE-AAC (v1, v2) , Dolby AC-3, Dolby+, Audio Optional

SNMP v1/v2c/v3, SMIv2 Yes

RTSP, RTP/RTCP, SDP, RTMP, HLS Yes

Closed Caption and XDS Optional

DVB Teletext, VPS and WSS traffic status Optional

SCTE-35 CUE traffic status Optional

Data Traffic Monitoring and Logging Yes

GPO Support Optional

Remote Client (Remote Real-Time Mosaic) Optional

Radio Stream Monitoring Optional
 

Input: 
Source 
ASI 
SD SDI 
IP 
DVB-S/S2 
DVB-T/T2 (T2-MI) 
 
Video Codec 
H.264 
MPEG-2 
MPEG-4 Part 2 
VC-1 
 
Formats  
NTSC 
PAL 
 

Resolutions 
HD 
SD 
3G 
 
Audio Codec 
MPA 
AAC 
HE-AAC 
SMPTE-302M 
Dolby AC-3 
Dolby + 

Output:  
Video 
DVI 
HDMI 
VGA 

Audio 
1/8” (3.5mm) 
mini jack 
HDMI 

 
Expansion Options:  
▪ 4 port ASI/SDI input 
▪ 4 port GigE  
▪ 2 port DVB-S/S2 input 
▪ 2 port DVB-T/T2/QAM/QPSK input 
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TeleSight offers three options based on your needs.  

 
Available Test Features  Ultimate Advanced Standard 

Background testing   
 

Yes -- -- 

Video Level Monitor (VLM) 
(Freeze, Black) 

Yes Yes Optional 

Audio Level Monitor (ALM) 
(Silence, Clipping, Max) 

Yes Yes Optional 

TR-101-290 
 

Yes Yes -- 

Video Conformance 
 

Yes Yes -- 

 
TeleSight Hardware Platforms 
 
With support for all major compression standards and the ability to mix different 
input types, TeleSight offers a high degree of flexibility in how it can be configured 
to meet the needs of customers. 
 
Contact us for more information on our hardware configuration guidelines.  
 

 

 

TeleSight Ultimate Edition 

TeleSight Ultimate allows you 
to test more streams, up to 
175 MPEG-2 SD streams 
simultaneously with 12 virtual 
screens displaying up to 25 
programs per screen.  Shadow 
testing at different levels of 
testing allows customers to 
process more streams and 
support lower levels of 
testing. 

TeleSight Advanced Edition 

TeleSight Advanced allows 

you to see all channels that 

are being tested, up to 64 

programs.  Full testing is done 

right down to the video 

conformance level.  

TeleSight Standard Edition 

TeleSight Standard monitors 

64 programs on screen with 

Video Level Monitoring and 

Audio Level Monitoring 

features. There is no video 

conformance testing for 

TeleSight Standard.  

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

For Sales information, contact Mega Hertz at 1‐800‐883‐8839 

 
 


