
Color coded 
non-keyedJumpers

Color coded non-keyed jumpers and trunks are manufactured with 
matching colored connector housings, clips, boots and cable. Assemblies 
are available in any fiber type, and jacket rating. Trunk cable breakouts are 
available in a 2.0mm color coded configuration to match outer jacket color 
and include number rings for identification, or 900μm color coded legs.

ured with 
ble. Assemblies 
ble breakouts are
outer jacket color
or coded legs.



Ordering 
Information

(AA)(BB)(CCC)(D)2(F)(G)(HHH)(I)

I = Unit of Measure HHH = Select Length

CCC = Select Fiber Count F = Select Jacket 

Color

G = Select Cable and 

Rating

D = Select Fiber 

Type

Example Part Number: LRLR002G2RP002M

Example Description: Color coded non-keyed Red Duplex LC to Red Duplex LC, w/ red housings, clips and boots; 2F

50μm multimode OM3, 7.5mm bend, 2.0mm zipcord, red jacket, OFNP, 2 meter

COLORED LC, SELECT COLOR 

CODE FROM CHART A

SC  SC DUPLEX

LC  LC DUPLEX

ST  ST

JN  MTRJ NON-PINNED

JP  MTRJ PINNED

001 - 002

A = Select LC Color
BB = Select Second 

End Connector

LC  STANDARD

LB  BLUE

LN  ORANGE

LG  GREEN

LW  BROWN

LT  SLATE

Y  OS2

L  OS2 7.5MM

F  OM1

Z  OS2 5MM

E  OM2

G  OM3

M  OM4

P  OM5

LH  WHITE

LR  RED

LK  BLACK

LY  YELLOW

LV  VIOLET

LP  ROSE

LA  AQUA

P  INDOOR OFNP

R  INDOOR OFNR

Z  INDOOR LSZ

001 - 999N  INCHES

F  FEET

M  METERS

B   BLUE 

W  BROWN 

T   SLATE 

W  WHITE 

R   RED 

A   AQUA

N   ORANGE 

G   GREEN 

K   BLACK 

Y   YELLOW 

V   VIOLET 

P   ROSE

*X is optional for a pull eye. Use P for one end, B for both ends.

LC and SC harnesses are standard with 2.0mm legs.
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